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Rotating lasers

When performing construction works that require high
accuracy (e.g. 1,5mm / 30m), and high measurement
range you can use RL250 and RL350 rotating laser,
which in combination with a ray detector will meet
the needs of professional users. Automatic levelling
system is very easy to use. RL350 with built in
additional functions will also meet the requirements of
finishing works contractors. For less demanding users,
an alternative choice is a manual RL100 levelling tool.

Cross line lasers

Family of cross line lasers includes finishing works
tools. Construction of partition walls, suspended
ceilings, mounting frames, sanitary system devices,
curtain rails and furniture... It can all be performed
using a cross line laser.

Wide range of devices, automatic self-levelling
mechanism and ease of use make it a perfect
choice for professionals and DIY.
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HOW TO CHOOSE
AN LASER TOOLS

Laser levels

The simplest laser tool for levelling, especially
for finishing works. Its main advantage is a possibility
to transfer detected levels to large distances.

AL24 Optical level

Self-levelling AL24 optical level can be used

for outdoors construction works, continuous footing
levelling, preparation of a base for parking lot,
pavements, access roads, small landscape architecture,
ground levelling. With 1.5 mm/45 m accuracy

it provides precision and speed of performed works.

Stud sensors

Tools for detecting electrical cables and sanitary
system inside plasterboard walls (or similar). Depending
on the device type you can penetrate surfaces with
depth of 19 to 32mm and obtain

a readout using LEDs or LCD display. Advanced
detector models can also specify the material type
detected.

www.stanleyworks.com



LASER AND ELECTRONIC MEASUREMENT
TOOLS

Stanley laser, optical and electronic measurement tools offers new quality of construction and repair works. Stanley tools reduce

time required for works related to measurement with significantly increased accuracy.
Laser levels after switching on instantly detect horizontal or vertical line.
Electronic detectors allow to detect location of supporting structure components, electrical cables, eliminating costly mistakes.

Increase of work efficiency and reduction of mistakes makes the investment profitable in no time.

LI AT

FatMax STUD SENSOR 400
e Depth range: up to 38 mm through drywall e Auto Depth Selection up to 1/2"/38mm

- wood or metal, up to 50 mm through o AC detection -"The detector is
drywall - Live AC wires (230VAC) programmed to always detegt live wires
e Accuraey: 3 mm for wood @ 12-24 mm o AC tracing - Can track the route
deep, 6 mm for wood @ 38 mm deep, of any live wires so that you know where
6 mm for metal @ 12-38 mm deep it is in the wall
e Battery: 9V o | CD display - Easy view screen
e Operating temperature: 0°C to +49°C e Audible indicators — Confirms what you
e One Pass™ stud centre detection — view on the screen with an audible alert
Enables the user to find the stud quickly
and easily
@ = =
0-77-730 FatMax Stud Sensor 400 X 2 3253560777302

www.stanleyworks.com LASERS AND ELECTRONIC DEVICES 41



STUD FINDERS

\nieiBensst

IntelliSensor™ STUD FINDER

e Locates the edges of studs or joists
through plasterboard and other common
wall materials

e Optical and audible signal

e Power source: 9V battery, +/- 6mm metal
stud centre detection accuracy

e Automatic shut off for longer battery life

@
0-77-110 IntelliSensor

e Pocket size for easy storage

e Continuous live wire detection

e Accurasy: +/-3 mm wood stud centre
detection

e Works to a maximum depth of 19mm

o Detects wood and metal

= |

X 6 3253560771102

STAHLEY
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IntelliSensor™ Plus

e Audible sound when locating studs

e Soft touch felt strips provide surface
protection

e Continuous live wire detection

e Multi mode LED panel for depth indication
at 12, 25 and 38mm

e High impact ABS housing for strength
and durability

©
0-77-115 IntelliSensor Plus

o New ASIC Technology for improved
reliability

e High visibility LED and sound indicate
when the edge of the stud is located

e Speaker coincides with LED to ensure
stud object is recognized

= B

X 4 3253560771157
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STUD SENSOR 200

e Simplify Through Wall Detection
Techniques

e Includes live wire detection

e Detects Studs Up to 19 mm

e One Pass™ technology for quick
detection

6)
0-77-720 Stud Sensor 200

e Patented Center Find
® Aggressive Industrial Design
e Patented centre find technology
for improved performance
e | CD and audible Indicators for ease of use

= &

X 4 3253560777203
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STUD FINDERS

IntelliSensor™ Pro

e [ ocates wood and metal studs, beams
and joists

o Multi read depths 12, 25 and 38mm
— press button to select the appropriate
material thickness

@
0-77-255 IntelliSensor Pro

e Continuous live wire detection
e Easy to read LCD screen
o Automatic shut-off for longer battery life

= &

X 2 3253560772550

IntelliLaser™ Pro 2

e | ocates studs, joists or live wires
e Fasy to see laser beam ensures quick
& easy marking & leveling
o A separate laser pod can be set to level
plumb or any angle needed
o Automatic calibration for fast operation
e Auto shut off
e Heavy duty ABS construction for long life
e Continuous live wire detection

@
0-77-500 IntelliLaser Pro 2

e Audible tone when detecting a stud

 Backlit LCD screen for easy-read

e 12,25, 38mm multi-depth function
for easy-read

e Special adhesive dots used to mount
the laser to the surface

e | aser unit mounts to wall for hands
free operation

= B

X 2 3253560775001
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METAL SENSOR

e Advanced metal selector can set to detect
rebar, iron pipe or copper pipe

e Free holster for convenience

e Senses metals and AC separately or
together for wide usage

e Sensor bar graph with depth indication

e Heavy duty ABS construction for long life

e Low battery indicator

o Automatic calibration for fast operation

o \Metal type selector switch

e \etal detector On/Off button

e \Metal detection indicator (yellow LED)

o | CD displays

6)
0-77-445 Metal Sensor

o AC detector On/Off button

o AC detection indicator (red LED)

e Center indication (for pencil marking)

e Operating range: Up to 75 mm

o AC detection: Up to 50 mm

e Depth accuracy: +/- 7 mm (ferrous
objects), +/- 10 mm (cooper pipe)

e Center accuracy: +/- 7 mm (metal object
only)

o Self-leveling range:

e Battery: 9V (not included)

e Storage temperature: -29°C to +60°C

o Operating temperature: 0°C to +40°C

= &

X 2 3253560774455
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INTELLISCAN CABLE DETECTOR

NEW

PRODUCT

Stanley IntelliScan CABLE DETECTOR

e | ocates and traces underground devices

e Avoids cables when excavating sites

o Always switches ‘on’ in Power mode for
maximum safety

e Starts up in maximum sensitivity mode for
safe operation

e Automatic pinpointing for quick and
accurate location of a service

e Audio & Visual display

@

1-77-804 =

e |ndicates depths up to 3m when used with
IntelliGen

e Dual mode active tracing in both 8 kHz
and 33kHz

o |P54 Weather protected

e Batteries included

e Fasy to use with onsite flexibility

o Unique features ensure that the best scan
is taken by default

= B

1 3253561778049

NEW

PRODUCT

Stanley IntelliGen

e Choice of frequencies for maximum site
flexibility

e |nduction and connection output modes

© Rugged sealed case for durability

e Pictographic quick-guide instructions for
easy on-site reference

e Battery and output level indicators

e Frequencies: 8kHz or 33kHz or both in
connection mode

© Range: connection typically 250m,
induction typically 150m

6
1-77-805 -

e |P57 dust and water protection (with lid
closed)

e Supplied with crocodile connection cable
set and earth pike, four C (LR14)

o Batteries (battery life 40 hours), user
manual and certificate of conformity

e Fasy and accurate trace of route, or
locate, underground services that do not
have a naturally present signal

= =

1 3253561778056

NEW “‘a‘-

PRODUCT

Stanley IntelliSonde

e Allows users to trace non-metallic sewers,
ducts, drains and pipes as well as
blockages and undergrounds collapses

@
0-77-806 -

e Used with IntelliGen and IntelliScan

= =

1 3253560778064

PRODUCT
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Stanley PROPERTY CONNECTION SET

e The property connection set can trace
electricity away from a property when
plugged within the mains cable

@
0-77-807 -

e For use with IntelliScan and IntelliGen

= =

1 3253561778070
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INTELLISCAN CABLE DETECTOR

NEW

PRODUCT [l ¢

Stanley IntelliRod
e Length: 50m fibre-glass

@

0-77-808 =

© |P54 protection - dust & water resistant

= B

3253561778087

—

NEW

PRODUCT

Stanley SIGNAL CLAMP

e Can be clipped around a target cable that
might be unsafe or impossible to reach

@

0-77-809 =

= &

3253561778094

=

Stanley KIT BAG

e Designed to hold all the Intelli products
and accessories in one place

@

0-77-114 =

= =

3253561771149

=
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e Dual measurement scale, LCD display
with bar graph

e Vleasures wood moisture from 6% to 44%

e Measures building material moisture from
0.2% t0 2.0%

e Auto power OFF conserves battery energy

e Built-in battery check and measurement
verification

e Autonomy: 20 hrs

e Battery: 3 x CR-2032 button cells

@

0-77-030 =

Stanley MOISTURE METER

e Battery power: 20 hrs. continous (without
backlight)

e Operating temperature: 0°C to + 50°C

¢ \Wood Moisture Basic Accuracy: 2 %

o Other Building Materials Basic Accuracy
0.1%

e Minimim Relative Operating Humidity
(%) 0

e Maximum Relative Operating Humidity
(%) 80

= =

X 1 3253560770303
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HAND-HELD LASERS METER

TLMA10O0i

® Hand held laser measure with a 30m
range

e Fasy to take measurements
in out of reach areas

o Measures length, width and height

e Large LCD graphical display

© Rubberised grip for comfort

e Ready to use — comes complete with
batteries, carry case and instruction card

e Tracking (instant measurement)

e Measures from back and front unit

e Plus / minus function

e \/olume measurement

e Calculates area and volume

e Used for direct distance measurement
e Accuracy is +/-3mm over entire range
e Diode: 635 mm

e Laser type class: Il

e Battery: 2 AAA

e Operating temperature: 0 to 40 °C

o Water & Dust resistant: IP 40

6i) = =
1-77-910 TLM 100i X 1 3253561779107
TLM130i
e Hand held laser measure with a 30m  Plus / minus function
range e Pythagoras function (2 points)

e Fasy to take measurements
in out of reach areas

e \Measures length, width and height

e Tracking (instant measurement)

e Large LCD graphical display

© Rubberised grip for comfort

® Ready to use — comes complete with
batteries, carry case and instruction card

o Meausures from back and front unit

 \/olume measurement

e Calculates area and volume

e Direct distance measurement

e Accuracy: +/-2 mm

¢ Diode 635 mm

e Laser type class: Il

e Battery: 2 AAA

e Operating temperature: 0 to 40 °C
o Water & Dust resistant: IP 40

46  LASERS AND ELECTRONIC DEVICES

@ = |
1-77-911 TLM 130i X 1 3253561779114
TLM160i

e Minimum/Maximum Distance Tracking
e [llumination Mode & Beep On/Off

¢ End Piece without Automatic Recognition
e Segment display = 3 lines

e Tracking (instant measuring)

e Holster

e Measure from back and front of unit

© Rubber keypad

e Plus minus function

e Stack 10 Last Values

e \/olume measuring

@
1-77-917 TLM 160i

© Area measuring

e Direct distance measuring

e Qperating range: 0,05 to 60 m

e Accuracy: +/-1,5 mm

© Diode: 635 mm

e Laser type class: Il

e Self-leveling range:

e Battery: 2 AAA

e Operating temperature: 0 to 40 °C
o Water & Dust resistant:IP 54

= =
X 1 3253561779176
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HAND-HELD LASERS METER

TLM210i

e [llumination Mode & Beep On/Off

e Corner Control & Trapezium

e Total Room Data (Ceiling, Surface Area,
Circumference)

e End Piece with Automatic Recognition

e Segment display = 4 lines

e Tracking (instant measuring)

e Stack 19 Last Values

e Holster

e Measure from back and front of unit

© Rubber keypad

 Plus minus function

e |nclination sensor & storing constant

e \/olume measuring

® Area measuring

e Direct distance measuring

e Operating range: 0,05 t0100 m
e Accuracy: +/-1,5 mm

e Diode 635 mm

e Laser type class Il

o Self-leveling range:

o Battery: 2 AAA

e Battery power:

e Operating temperature: -10 to +50 °C
o Water & Dust resistant: IP 54

NEW

PRODUCT

@ = =
1-77-922 TLM 210i X 1 3253561779220
TLM 220i

e Hi res color screen

e Digital point finder

e Trapezium, indirect horizontal measuring
and triangle area

e Long range mode

e Clear, easy to see screen- much like a
camera

e Enables you to locate the exact point that
you want to measure to

e Makes it easy to measure long distance
even in sunny conditions

@
1-77-116 TLM220i

® 635 Nm Laser - Class |l

e Easy belt clip included

* Diode: 635nm

e | aser type class: Il

e Operating range: 0.05m to 200m

o Water & dust resistant: IP 55

o Battery: AAA 2x 1.5V

e Operating temperature: - 10°C to + 50°C
e Accuracy: +/- 1.0mm

® Dimension: 5.5x143.5x3.0cm

= =

= 1 3253561771163
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IntelliMeasure™ ULTRASONIC
DISTANCE ESTIMATOR

® Pocket size for easy storage

© Requires a 9V battery (not included)

e Displays last 3 measurements
(no data retrieving necessary)

e Calculates volume — estimates
heating/cooling requirements

e Fasy to read LCD screen

e Adds measurements

6
0-77-018 IntelliMeasure

 Toggles between linear, area and volume
modes

e Measures in metric and imperial units

e Calculates area — estimates materials
for flooring, painting, wallpapering etc.

o Measures distances up to 12 meters/40”
at + 0.5% accuracy

= &

X 2 3253560770181
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LASER LEVEL

SP2 TORPEDO LASER LEVEL
WITH BASE AND PINS

o Versatile and accurate torpedo level

e Special Base Leveling adjustment
for maximum leveling accuracy

e Magnetic base

e Two precision vials — One level
and a bulls-eye for plumb

® 360° rotating mount for walls and floors,
fitted with 2 pins for attaching to plaster

or dry wall
e Special Lens for Laser “chalk” line effect
6i)
0-77-152 Torpedo SP-2

© 360° leveling_ base with leveling
adjustment, makes level and layout work
on vertical and horizontal indoor jobs easy
to carry out

e Operating range: Up to 15 m

 Horizontal accuracy: +/- 6 mm @ 15 m

e \ertical accuracy: +/- 6 mm @ 6 m

e |aser class: 2M

e | eveling: Manual, with base adjusting screw

o Battery: 3xAA Alkaline (included)

= &

X 6 3253560771522

SPK TORPEDO LASER LEVEL SET

e |deal for indoor work such as tiling,
general carpentry, decorating
and all finishing work

e Quick and easy to set up

e Comes with a laser level and beam
spreader

e Extending aluminium tripod

e Rotating baseplate

e Carry case

e 3 accurate vials — horizontal, plumb &
45 deg

6
1-77-186 SPK

© Beam spreader to create a laser chalkline

e \/ee base for setting pipe work

e Chalkline included

e Operating range: Up to 15 m

 Horizontal accuracy: +/- 6 mm @ 15 m

e aser class: 2M

e |eveling: manual, with base adjusting
screw

o Battery: 3xAA Alkaline

o Accessories: Extending tripod, Nylon carry
bag, Beam splitter, Rotating tripod mount

= &

4 3253561771866
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PB2 LASER PLUMB

e Magnetically dampened for rapid self
leveling

e Supplied with carry bag and instruction
manual

® Tough rubber grips for comfort and durability

e \Magnetic heel for aﬁachmen_t.to metal
surfaces

e Single button operation — instantly

. transfers point from floor to ceiling

o This-accurate self leveling layout tool
creates a high visibility up/down plumb
reference point instantly

@
0-77-189 PB2

e |deal for stud plumbing and alignment,
ceiling joist and rafter alignment, fixture
installation and electrical work e.g. lights,
fans efc. il

e Operating range: Up to 30 m

* Top laser accuracy: +/- 3mm @ 15m

e Bottom laser accuracy: +/- 6 mm @ 15 m

o Diode: 650Nm :

e Laser class: 2M

o Self leveling: +/- 5° in any direction

o Battery: 3xAA Alkaline

o Water & Dust resistant: IP-55 4

=] =
X 4 3253560771898
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FatMax LASER PLUMB PB3

* Single button operation — instantly
transfers point from floor to ceiling

e Third beam laser in the horizontal position

e This accurate self leveling layout tool
creates a high visibility up/down plumb
reference point instantly

e Tough rubber grips for comfort and
durability

* |deal for stud plumbing and alignment,
fixture installation and electrical work e.g.
lights, fans etc.

@
1-77-118 PB3

* Working Range: 30 m

e Use: interior

e | eveling accuracy 4 mm /10 m

e | eveling type: self leveling

o Qut of leveling indicator: 4degrees

e | aser diode: 635 nm

e Dust and water protection: IP54

o Batteries: 3 x AA *

o Alkaline battery life: >20 h

e Kit includes: PB3 laser, target bard, base,
soft bag

=]l &

1 3253561771187
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CROSS LINE LASERS

SPS FIVE BEAM SPOT LASER

o Trivet for working up to and over floor
channels

e The Universal mount is adjustable
to permit use of the bottom plumb beam

e Magnetic universal mount allows the unit
to be fixed to standard or camera tripod,
magnetically fixed to a metal surface
or strapped to a pipe or scaffold

e Auto shut-off after 20 minutes

e 5 separate laser diodes for maximum
working brightness

@
1-77-154 SP5

e Kit includes: multi beam level, magnetic
wall and tripod mount, trivet, pipe
mounting strap and carrying case and
instruction manual

e Operating range: Up to 30 Metres interior
visible range

 Horizontal accuracy: +/-6 mm @ 30 m

e \ertical accuracy: +/-6 mm @ 30 m

e Diode 5 x 650 Nm

e aser class: 2M

o Self leveling: +/- 5 Degrees

 Battery: 3xAA Alkaline (included)

e Battery power: Up to 60 hours intermittent
use

= &

4 3253561771545

« e 5 beam lasers for maximum working

brightness

e |deal for stud plumbing and alignment,
ceiling joist and rafter alignment, fixture
installation and electrical work e.g. lights,
fans efc. :

e Working Range: 30 m

e Use: interior

.® Leveling accuracy 4 mm /10 m

@
1-77-119 PB5

FatMax BEAM SPOT LASER PB5

e | eveling type: self leveling

e Qut of leveling indicator: 4degrees

e | aser diode: 635 nm

e Dust and water protection: IP54

o Batteries: 2 x AA

o Alkaline battery life: >20 h

o Kit includes: PB5 laser, target bard, base,
soft bag '

= &

1 3253561771194

e Strong adjustable mounting clamp
=Allows the unit to be clamped to any
upright

e Battery saving operation when working
in specific areas - Works like the scan
mode on a rotating laser so no interuption
to other workers in the vicinity

e Simple push button operation - Very easy
to operate

e Fine tuning height adjustment knob
- Exact alignment can be achieved

® Projects 360° degree self leveling line
- Gives an uninterrupted line just like
a rotating laser

1-77-281 - .l
"

@
‘ 1-77-217 SL360
1-77-241 SL360 Set

www.stanleyworks.com

SL360 SELF LEVELLING LINE LASER

e Quick set up for all applications requiring
horizontal alignment
o Added pulse mode allows the unit
to be used outdoors in conjunction
with the optional detector
® 1-77-241 set: 77-217 + pole + detector
o Quality (mm/m) +/- 3.2mm @ 30m
e Distance: 100m
e Diode: laser 635mm 10mw, Class 2
o Batery: High Powered Alkaline
e Batery life: 8 hrs

=] |
1 3253561772177
1 3253561772412
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CROSS LINE LASERS

¥ T

Matrix XT SELF LEVELING CROSS LINE

LASER KIT

® |ncluding detector

 Tough ABS construction

e Free standing but supplied with 5/8”
adaptor for tripod m'ounting :

e Magnetically damped self leveling
pendulum

.* Fine tune line adjustment button

* Newinternal electronic level
(faster leveling and more accurate)

e Charger input socket

e 1 Plumb down-beam to the floor allows
the unit to-be positioned over a fixed
reference point

@
1-77-242 CL54 - set

e 5 diodes — 2 horizontal lines and 3 vertical
lines can be operated independently - )
Gives 4 laser cross lines set at 90 to each
other, plus 1 laser cross at the ceiling-.

e Operating range: 30 m

e | eveling accuracy: +/- 2,5/10 m

® Diode 5 x 635 nm, 1 x 650 nm

e | aser type class 2 M

o Self-leveling range: 3,5°

e Battery: Re-chargeable “C”

o Battery power; 10-28h

o \Water & Dust resistant: IP-54

o Accessories: Carry case, Target and laser
enhancement glasses

= &

1 3253561772429

FatMax MATRIX CL54

 Mini floor tripod — includes 5/8” adaptor
for tripod mounting

o Qut of level alert

e Compensator lock for safe transport
— acts as on/off switch 360° circle
reading with tangent screw for room
layout projects

e \agnetic damping: 4 x independently
switchable laser lines for multi-positional
work

e Plumb down beam projects to the floor

e | aser cross line projects to the ceiling

e 4 Jaser cross lines set at 90 degrees to
each other

e 2 horizontal and 3 vertical chalk lines
at right angles to each other

o Self leveling
: @
1-77-204 CL54

* Tough ABS housing with-sealed laser
apertures

o Kit includes: matrix level, floor trivet,
adjusting bracket, magnetic target plate,
laser enhancement glasses, manual,
batteries and sturdy carrying case

e Qperating range: 10 m

e | eveling accuracy: +/- 3 mm/m

® Diode: 5 x 635 nm, 1 x 650 nm

e |aser type class 2 M

e Self-leveling range: 3,5°

e Battery: Re-chargeable “C”

e Battery power: 10-28h

e Operating temperature:

o Water & Dust resistant: IP-54

o Accessories: Carry case, Target and laser
enhancement glasses

= =

4 3253561772047
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FatMax MULTILINE

e 1 Horizontal Line

= ® 4 Vertical Lines gives laser cross lines set

=at 90 to each other
e Pulsed for outdoor use
e Locking pendulum
e Precision base
e Fine adjustment button
e Can work with detector
o Working Range: 25 m
e Use: interior and exterior

LT D

1-77-122 - MULTILINE

e | eveling accuracy 2 mm /10 m

e | eveling type: self leveling

o Qut of leveling indicator: 3degrees

e | aser diode:5 x 635 nm

e |aser class: 1M

o Batteries: 3 x AA (included)

o Battery life: >15 h

e Quitfit: plastic cases, target board, detector
with bracket, glasses

Y [

1 3253561771224
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CROSS LINE LASERS

FatMax CL2XT

I A R e

e Set includes Cross Laser CL2XT FatMax,
magnetic mini tripod, hard-shell carry
case and transportation bag

o Self leveling for convenience and speed

e Highly accurate

® New brighter beam and easy'read
— 4 x brighter :

e |deal for indoor use although can be used

" outdoors with the laser ine detector

e Projects self leveling horizontal
and vertical laser line

e |deal for floor and wall tiling, kitchen
fitting, stud walling, patios, decking and
much more!

@
1-77-215 CL2XT

e Operating range: 30 m Interior range

e | eveling accuracy: +/- 2.5mm @ 9m

e Diode: 2 x 635 Nm

e | aser type class 2M

* Self-leveling range: +/- 5 Degrees

o Battery: 3xAA Alkaling batteries (included)

e Battery power: Up to 60 hours intermittent
use h

e Qperating: Interior Use / Exterior with
detector

* Accessories: Magnetic laser tripad,
Batteries, Hard-shell carry'case

=] |

1 3253561772153

FatMax CL2XT INTERIOR/EXTERIOR
CROSS LINE LASER SET

e |deal for floor and wall tiling, kitchen
fitting, stud walling, patios, decking
and much more

® Projects self leveling horizontal and
vertical laser line

e |deal for indoor use although can be used
outdoors with the laser line detector

e New brighter beam and easy read

e Highly accurate

o Self leveling for convenience and speed

e Kit includes: FatMax CL2XT cross line
laser, magnetic mini tripod, hard-shell
carry case

@
- 1-77-216 CL2XT - set

e Operating range: 30 m Interior range

e | eveling accuracy: +/- 2.5mm @ 9m

e Diode: 2 x 635 Nm

e |aser type class 2M

o Self-leveling range: +/- 5 Degrees

o Battery: 3xAA Alkaline batteries (included)

e Battery power: Up to 60 hours intermittent
use h

© Accessories: Magnetic laser tripod,
Batteries, Hard-shell carry case

= =

1 3253561772160

PRODUCT
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FatMax CROSS LINE LASER CL2XTi SET

® |deal for floor and wall tiling, kitchen
fitting, stud walling, patios, decking and
much more

e Projects self leveling horizontal and
vertical laser line

e|deal for indoor use although can be used
outdoors with the laser line detector

® Brighter beam and easy read

e Self leveling for convenience and speed

e Working Range: 25 m

e Use: interior and exterior

s @

1-77-121 ' CL2XTi

e | eveling accuracy 3 mm /10 m

e | eveling type: self leveling

o Qut of leveling indicator: 4degrees

e | aser diode:2 x 635 nm

e | aser class: 2

o Batteries: 3 x AA (included)

o Alkaline battery life: >15 h

e Can work with detector

o Kit includes: CL2XT cross line laser, target
board, L bracket, nylon bag, detector with
bracket

sE v K

1 3253561771217
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CROSS LINE LASERS

Stanley FatMax'

o Highly visible green beam - much better
visibility than red

e Angled window for extended plumb
visibility and working

e Extra wide window for horizontal beam

e Wider length beam

e | aser'protected by robust housing

e Extended range over 30m

NEW

PRODUCT @
1-77-336 CL2XTi

i

CL2

XTi GREEN

e Kit includes: Case, Magnetic Laser Tripod,
3x AA alkaline batteries, 1 Pair of green
glasses, 1x Blue grid target

e | aser type klass: 2M

o Leveling accuracy: 2.5mm /9 meters

o Battery: 3x AA-

e Detector: Optional

=] X

1 3253561773365

e Kit includes: level, nylon pouch, manual,
batteries and mini-tripod
e Heavy duty rubber grip for added
=protection and comfort
e 4 Functions: Horizontal line, vertical,
cross-line and manual function
¢ One button function for easy changes
between functions
e Two 635 nm Diodes for maximum line
visibility
© Heavy duty magnetic damping
compensator for rapid and stable leveling
 Pendulum self leveling mechanism
for accuracy
e The self leveling feature ensures that
the lines are level and alerts the user
if the line becomes out-of-level

@
. 1-77-153 cL2
1-77-553 CL2 Set

FatMax CL2 CROSS LINE LASER

 Rapidly and accurately projects both
vertical.and horizontal lines at the press
of a button 2

o Operating range: Up to 9 Metres interior
visible range

e | eveling accuracy: +4mm @ 9m

e Diode: 635 Nm

e | aser type class 2M

o Self-leveling range: +/- 5 Degrees

o Battery: 3xAA Alkaline (included)

e Battery power: Up to 60 hours intermittent
use

o Accessories: Level, nylon carrying pouch,
manual and batteries

= |
X 1 3253561771538
1 3253561775536

e Heavy duty rubber grip for added
protection and comfort

¢ Functions: Horizontal line, vertical, cross-
line and manual function

¢ Pendulum self leveling mechanism for
accuracy

e Rapidly and accurately projects both
vertical and horizontal lines at the press
of a bottom

e Working Range: 25 m

e Use: interior and exterior

e @
. 1-77-120 ' cLoi

D2  LASERS AND ELECTRONIC DEVICES

FatMax CROSS LINE LASER CL2i

e | eveling accuracy 3 mm /10 m

e | eveling type: self leveling

e Qut of leveling indicator: 4degrees

e | aser diode: 635 nm

e | aser class: 2

e Batteries: 3 x AA (included)

o Alkaline battery life: =15 h

e Can work with detector

e Kit includes: CL2i cross line laser, target
board, L braket, soft bag

= X

1 3253561771200
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CROSS LINE LASERS

ATTNVLE

CL90 CROSS LINE LASER

AND JAMMING ROD

e | aser pole can be extended to 2.7 Metres
& includes spring loaded final adjuting foot
for use in most interior situations

e Comprehensive Layout kit provides
maximum working flexibility for a wide
variety of jobs

 Two button functions allow both cross line
and vertical line to function independently

e Three 635 nm Diodes provide ultimate
line visibility

e This self leveling tool features a laser
chalk line and a laser cross line,
set at 90° to the other

© Heavy duty magnetic damping
compensator for rapid and stable leveling

e Pendulum Self leveling mechanism
for accuracy & peace of mind

@
1-77-155 CL90

 The output, seen through two sealed
windows, allows the user to carry out
a wide range of leveling and layout jobs,
including floor & wall tiling, suspended
ceilings and wall & stair rails

® Inherited Attributes

e Operating range: Up to 9 Metres interior
visible range

e | eveling accuracy: +/-3mm @ 9 m

e Diode: 635 Nm

e Laser type class: 2M

o Self-leveling range: +/- 5 Degrees

e Battery: 3 ,AA” Alkaline ( included )

e Battery power: Up to 60 hours intermittent
use

= &

4 3253561771552

CROSS LINE LASER LEVEL

e Projects bright vertical and horizontal lines
for ease of use

e Qut of level indicator for precise leveling

o Telescopic 3m laser pole allows
convenient hands free usage

 Quick clamp platform

o Self leveling — for quick operation

e Simple one button operation for easy
to understand usage

e Fitted with camera tripod mounting thread
for one person operation

e Kit includes: level, laser pole, carry bag
and quick release platform

@
1-77-214 CLL

e Manual mode allows unit to be used
to project lines on ceilings

© Robust ABS moulded unit for added
protection

 Spring loaded pressure pad prevents
marking on ceilings

e Operating range: 10 m

e | eveling accuracy: +/- 6mm @ 9m

e Diode: 2 x 650 Nm

e Laser type class 2M

e Battery: 3AA

e Battery power: 60 hours

o Operating: Interior

= B

1 3253561772146
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XP180 CROSS LINE & LASER PLUMB

e Manually leveled cross line laser with 180°
swivel head

e Bright beam

e Projects cross lines onto ceilings, walls
or floors

e Pivoting head allows line to be projected
from floor to ceiling

e 4 bubble vials

e Lines projected up to 10m

e Fasy and quick set up

@
0-77-218 XP180

e Three leveling screws, 4 leveling vials
for easy leveling from a variety of positions

e Small and compact - ideal for all interior
applications

e Operating range: 10 m

e | eveling accuracy: +/- 6mm-in @ 2.5m

e Diode: 2 x 630-670mm diodes

o Laser type class 2M

o Battery: 2xAA Alkaline batteries

e QOperating: Interior

= &

X 6 3253560772185
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CROSS LINE LASERS

S2 LASER LEVEL AND ANGLE

e Comes complete with laser level, adhesive
putty and instruction manual

e Mounts to wall surfaces with adhesive
putty for hands-free usage

e Strong ABS water resistant body

 Two bright laser chalk lines at 90 degrees
to each other

 Two precision vials for accurate leveling

e Alignment guide for 90° layouts helps you
calculate and turn angles in 5° increments

@
0-77-188 S2

e Operating range: Up to 30 ft

e | eveling accuracy: +13mm @ 9m

e Diode: 635-670nm

e Laser type class 2M

e Battery: 3xAA Alkaline

o \Water & Dust resistant: IP-54

o Accessories: S2 Self-Laser Level and
Square. Includes: Laser level, adhesive
strips, target, manual

= &

X 4 3253560771881

FatMax S2XL LEVEL AND ANGLE

e Supplied with strong carry bag & enough
putty for up to 10 uses

e Retractable mounting feet for fixing to WaIIs

o 2 bright laser diodes at 90 degree to each
other & two precision vials for accurate leveling

e Alignment guide for 45 and 90 degree
work - 5 degree increments also marked

e Precision aluminium base

o Fitted with an aluminium base and
increased water and dust resistance for

@
1-77-198 S2XL

,continual use by professional craftsmen

e Construction grade ver. of the S2 Square
- features increased range and accuracy

e Operating range: 30.0

e | eveling accuracy: =6mm @ 18m

e Diode: 635nm

e | aser type class 2M

o Battery: 3xAA Alkaline

o Water & Dust resistant: IP-44 - -

o Accessories: Nylon carry case, Putty

= &

X 4 3253561771989

RL100 ROTATING LASER

e | ow Battery indicator

e Vials shielded & protected for bright light
viewing to avoid errors

e Also comes in a kit including aluminium
tripod and rotating laser detector

e Plumb point for 90 square

e Built-in trivet & lay-down bracket
with standard tripod thread for horizontal
& vertical working

e Short & long sweep mode increases beam
visibility and allows user to operate without
disturbing other workers on the job site

e Spot mode for 90 degree point-to-point

e Variable speed rotation (150 - 600
RPM) for max visibility in the working
environment

e Manual horizontal, plumb and square leveling

6
1-77-156 RL100

e All functions can be activated remotely,
upto45m

e Operating range: Up to 60 m diameter,
Interior; Up to 244 m diameter, Exterior
with detector

e | eveling accuracy: +/-6 mm @ 30 m

e Diode: 635 Nm

e | aser type class 2M

e | eveling range: Manual, with 2 adjusting
SCrews

e Battery: 4x ,C” Alkaline

e Battery power: Up to 60 hours intermittent use

e Operating temperature: -6 to +49

o Accessories: Level & trivet, remote control,
wall-mount bracket, magnetic target plate,
laser glasses, manual, batteries & sturdy
carrying case

= |
1 3253561771569

94 LASERS AND ELECTRONIC DEVICES

RL25OGR EXTERIOR SELF LEVELING

ROTATING LASER

o Also updated glass housing on the RL250GL

e Die cast roll bar, rugged handle and
rubber mouldings add extra strength to
the tough ABS case

© Power Remaining indicator

e Rotating head can be set to Grade, allowing *
the user to peg out inclines and slopes « =

© 600 rpm rotation speed for optimum
use with detector

e Can be operated remotely up to 45 m

e Fast, smooth & accurate electronic self
leveling in horizontal mode ensures unit
is level within +/- 5 Degrees of ilt - the
laser beam stops rotating to alert user if
the unit becomes out-of-level during use

@
1-77-196 RL250

e Super rapid & accurate self Ieveling plué
rugged construction

e Horizontal leveling has the same accuracy
specification and features as the RL350

e User can switch between power tool and
level if needed

e Operating range: Up to 600 Metres with
detector

e | eveling accuracy: +/- 2.5 mm @ 30 m

 Diode: 650 Nm, laser type class 2M

o Self-leveling range: Electronic, servo
assist, self leveling

e Battery power: Up to 12 hours intermittent
use (Ni-Cd) )

e QOperating temperature: -6 to +49

= =
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ROTATING LASERS

RL250GL SELF LEVELING ROTATING

LASER

o Super rapid & accurate self leveling

e The rotating head can be set to any grade
- allowing the user to peg out inclines
and slopes '

* Quick adjustment with “Up” or “Down”
button to rotate at desired slope or grade:

* Fast, smooth. & accurate electronic self
leveling in horizontal mode - ensures unit
is level within +/- 5° degrees of tilt

© 600 rpm rotation speed for optimum use
with detector

o Anti-drift system stops the laser beam
rotating to alert user if the unit becomes
out of level

e Heavy duty, waterproof glass enclosed
beacon

@
1-77-229 RL250GL

* “Power” remaining indicator

o Kit includes: level, receiver and rod holder,
battery charger, manuals and tough site
carrying case

e Increased operating distance (700m)
and 1.5mm accuracy

* Horizontal leveling accuracy: +1.5 mm
@30m

e Diode: 650 Nm

e | aser type class 2M .

* Self-leveling range: Electronic Self- -
Levelling

e Battery power: 15+ Hours Continuous Use
with Fully Charged Ni-MH Battery Pack

o Operating temperature: -6 to + 49°C

o Accessories: Laser tool, bracket, detector,
charger

= =

1 3253561772290

Stanley FatMax RL250GRD

e Dial in grade - accurately get a specific
% grade

| CD screen, easy for user to see input
grade

e Easy push button keypad

e Kit contains: 1 NiMh rechargable battery,
1 Red Target Plate, 1 pair of red glasses,
1 manual, carrying case

e Diode: 650nm

e | eveling accuracy: 1.5mm at 30m (metric
unit)

e Qperating range: 90 m

@

1-77-339 RL250GRD

e Maximum Measuring Distance Exterior w
Sensor: 850m

 Rotation Speer: 600 (RPM)

e Compensation or Self Levelling Range:
5°degrees

o Anti-Drift or HI Alert

o | CD screen

* Resistance; IP67

e Bartery: NiMH Rechargeable

e Bottery power:14 hours

e QOperating temperature -6°C to 49°C

= =
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e Easy levelling for all layout - horizontal
and vertical
© Sacn mode - enables you to work and not

- % disturb others

e Remote control up to 45m away

« o Kitincludes: 1 LD50 Detector, Wall Mount,

Remote Control, AA Battery Pack, 1 Red
Target Plate, 1 Pair Red Glasses, Manual
e Diode: 635nm
e eveling accuracy: 3mm /30 m
© Plumb Beam_Master 90 degrees
e (Qperating range: 90 m

@

1-77-338

‘Stanley FatMax RL350E

o Maximum Measuring Distance Exterior
with Sensor: 300 m

e Rotation Speed: 0/150/300/600

 Horizontal and Vertical Use_Master

e Electronic leveling

e Compensation or Self Levelling Range: 5
degrees

o Anti-Drift or HI Alert

e Scanning Mode

® Resistance: IP54

o Battery: 6x AA, Battery pover: 60 hours

e Minimum operating temperature: -6°C
t0 49°C

= =
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ROTATING LASERS

RLSSOGB SELF LEVELING ROTATING

LASER

e Variable speed rotation for max visibility

e Multiple scanning mode - 10° - 45° -90°
and 180° sweep

e | aser can be adjusted with Up or Down
button to rotateat-desired slope or grade

e Plumb point for 90 square =

e Horizontal, plumb and square operation

o Anti-Drift System limits errors caused
by changes in elevation through
temperature or tripod movement

e Head can be rotated clock-wise or counter
clock-wise for faster alignment of points

e Can be operated remotely up to 45
Metres, using remote control, for faster
& easier operation

e | ow Battery indicator

@
1-77-197 RL350

® Die cast roll bar, rugged handle
and rubber mouldings add extra strength
to the tough ABS case

e | eveling accuracy: #3mm@30m

o Vertical leveling accuracy +/- 6 mm @
30m X

® Diode: 635 Nm

e aser type class 2M

o Self-leveling range: Electronic, servo
assist, self leveling

e Battery power: Up o 12 hours |nterm|tlent
use (Ni-Cad) :

 Accessories: Level, remote control,
wall-mount bracket, magnetic target plate,
laser glasses, manual, battery charger
& tough site carrying case

=] =

1 3253561771972

RL350GL SELF LEVELING ROTATING

LASER

e Strong and durable for the most
demanding construction projects

e Fast, smooth & accurate electronic self
leveling in both vertical & horizontal mode
- ensures unit is level within +/- 5° of tilt

e Anti-Drift System limits errors caused
by changes in elevation through
temperature or tripod movement

e The laser beam stops rotating to alert user
if the unit becomes out-of-level during use

e Horizontal, plumb and square operation

e Plumb point for 90° square

e Multiple scanning mode with -10° -45°
-90° and 180° sweep

e Variable speed rotation for max visibility

.Can be operated remotely up to 45m
for faster & easier operation

. () 6i)
1-77-227 RL350GL

® Heavy duty, waterproof glass enclosed
beacon

e Operating range: 700 m

e Horizontal leveling accuracy: + 1.5 mm
@30m

o Vertical leveling accuracy: = 3 mm @
30m

e Diode: 635 Nm

e | aser type class 2M

o Self-leveling range: Electronic Self-
Leveling

e Battery power: 15+ Hours Continuous Use
with Fully Charged Ni-MH Battery Pack

e Operating temperature: -6 to +49°C

o Accessories: Tool, detector, bracket,
charger, remote, reception

= =

1 3253561772276
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RL350GRN SELF LEVELING ROTATING

LASER

@ Extra battery pack - allows you to keep

working without losing time on re-

* charging

e High IP rating - IP57 means that the laser
is highly protected from water and dust
in tough environments

e Highly accurate - 1.6mm makes it
our most accurate laser

o All the benefits of the RL series with
enclosed beacon and improved battery

e - @

1-77-237 RL350GRN

o All the features of the RL350GL models

e Green beam diodes - Much brighter beam
than a red beam and aids location
in difficult light conditions

e Operating range: 400m

e | eveling accuracy: +/- 1.6mm @ 30m

e Diode: 532mm Green diode

e Battery: NiMh x 2

e Battery power: 11 hrs intermittent

o Water & Dust resistant: IP 57

= =
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OPTICAL LEVEL

NEW

PRODUCT

T

(

‘ .
e

Stanley THEODOLITE

e 5 second vertical and horizontal readout

e Enables user to accurately get a % grade

e Vertical tilt sensor + vertical angle
measuring
e Monitors the tilt sensor on the x axis

@
1-77-337 -

e Dual LCD display: easy for user to see
input grade

e Provide 3 different options + percentage
grade

= &

1 3253561773372

OPTICAL LEVEL AL24

e Fits to standard tripod

e Sealed, dust & water protected
for working in all conditions

e Available in 360 degree or 400 gon
versions

¢ 1:100 Stadia for estimating distance

e Right angle prism for easy bubble viewing

¢ Top mounted optical peepsight for ease
of ranging

e Compensator lock protects unit in transit

e Magnetically dampened, wire hung
compensator for optimum accuracy
&range

e QOperating range: 90 m

e | eveling accuracy: +/- 1,6 mm @ 50 m

@
1-77-160 AL24 GVP Levelling Set
1-77-182 AL24 GVP
1-77-159 AL24 DVP

o Self-leveling range: 3 Screw setting
and compensator

e Automatic compensator +/- 2 Degrees

e Compensator: Magnetically dampened
+/-0,8"

e Operating temperature: -6 to +49

e QOperating: Built for all-weather general
work

o Water & Dust resistant: IPX-4 (dust
& water resistant)

o Accessories: Level, Plumb Bob, lens cover,
allen wrench & adjusting pin, manual
& hard protective carry case, Tripod and
Measuring Rod

3253561771606
3253561771828

= =
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1 3253561771590

FatMax AL32 AUTOMATIC LEVEL

LASER PACK

© x32 magnification - 33% higher
magnification

e:\Wire-hung, magnetically dampened
compensator - Improves optimum range
and accuracy

e Compensator lock - Protects instrument
in transit and storage

 Top mounted optical peep sight
- Helps set and quick reference

6
1-77-244 AL32 Levelling Set, degrees
1-77-245 AL32 Levelling Set, gons
1-77-238 AL32, degrees
1-77-243 AL32, gons

* Large easy-to-use, precise focussing knob
- Ease of use

® Penta Prism - Makes it easier to view
the bubble

o \Water resistant, sealed construction
- Can be used in all weathers”

e Pack includes tripod and 5mtr staff

3253561772443
3253561772450
3253561772382
3253561772436
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COMPULEVEL™ ELEVATION
MEASUREMENT SYSTEM

COMPULEVEL™ is the first instrument of its kind let you work alone and even around corners with better than 3 mm precision and

cover up to 12 m vertically over a 60 m circle on a single set up.

COMPULEVEL™ - directly display vertical measurements in large, easy to read digits (unlike conventional builder’s and lasers level).

You can select any of three scales in which to work on extra convenience. Owning a GOMPULEVEL™ is like owning six 12 m road

and an imaginary 6 m tripod, all in one convenient package.

COMPULEVEL™ - maintenance - conceived for a use on building site, Compulevel is a robust instrument not requiring any particular
maintenance

COMPULEVEL™ - measure without visibility - the “hold” function allows the reliable measurement in all zones that are not easily
accessible where direct reading would be impossible

COMPULEVEL™ - slope control - facilitate the installation of drains and all the check operations of slopes.

COMPULEVEL™ - function of calculation - multiple functions (average, minimum, maximum report) rapidly solve all building site
problems; volume of concrete, leveling...

COMPULEVEL™ - control of elevation - ideal tool to control quickly and accurately elevations with each stage of construction.

COMPULEVEL™ - to draw from levels all over the building site from one point of reference. Walls are no longer an obstacle

. Compulevel - ELECTRONIC ALTIMETER

Uni-pod - e Energy: 9V — 60 hours — automatically e Measuring unit
vl stops after 4 minutes without any activity e Set-up Vertical range: 12 M (6m above
Cord reel * Storage temperature: 40° to +70° and below base unit)
Staking e lemory capacity — 137 measurements e Set-up horizontal range: 60 m diameter
locations e Precision of repetition of measurement: circle (30 m cord)
+3 mm e Carry function range: no limited
e Horizontal reach — 60m circle in diameter © Reading reputably: 3 mm typical
(30 m cable) e | eveling accuracy: 3 mm typical
o Vertical reach — 12 m (= 6 m) e Elevation accuracy: the grate of 3 mm or
e Telescopic foot 0,2% of measurements 3m or less and
e 2 metal pins at the back of the product 0.35% of measurements beyond 3 m
for fastening typical
e Winding mechanism to draw e Record Capacity: Practically no limited
in extendable cable e Record data memory Capacity: 137
o Holder for measuring unit for easy readings
and effective storage e Settings / data memory retentions:
e Extendable cable indefinitely, even without battery
e Control Panel o Operating temperature: -30 to +70°C
e Crystal liquid display o Water resistance: rain tight, not immiscible
@ =] X
1-35-100 COMPULEVEL - 1 3253561351006
Storage Display
[ I e R Measurement
= o S ied BE Module

T
Base Unit Key-pad
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COMPULEVEL™ ELEVATION MEASUREMENT SYSTEM
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Surface and corner preparation

If you need to detect a level for a continuous footing,
level an area for an access road or detect a fencing
level use an optical level or rotating levels for high
accuracy measurements.

Verify the measurement by moving the laser level
to the other side of the area. Verify the layout.

For sunlit areas use a receiver allowing fast finding
of a laser beam.

Remember that the rotation and optical levels require
temporary control of a measurement accuracy.

The devices can be verified and calibrated according
to the information specified in the operation manual.
Device calibration is not carried out by a service centre
and is not a subject to warranty claim.

Laser and optical devices are the accurate
measurement tools and must be stored and used
with caution. Remember to turn the stud detector
on after placing it on the surface.

IMPORTANT!

Rotation and optical tools detect a level preset
during calibration process, which can change

with time and as a result of improper use.
Remember of periodical device inspections, carried
out by the user, in accordance with the information
specified in the operation manual. Move

the device to the other side of an area

fo verify the measurement accuracy.
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5 SECTION 5m GRADE ROD
ALUMINIUM (EURO VERSION)

e Standard construction site telescopic
measuring rod

e 5m overall with 5 sections graduated in
cm & mm

-~
@
1-77-161 5 Section 5m

e Strong, light weight aluminum
construction
e Built for all weather conditions

= =

10 3253561771613

ALUMINUM TRIPOD

e Tubular screw for siting plumb

e 1-77-164 model - Extending centre
column 102-292 cm

® 77-163 model - working height 0,97 m
t0 1,60 m

e Quick release extending leg clamps

® 5/8” thread

e Strong, aluminum body with cast flat base
plate, extending legs & quick clamp

@
1-77-163 97 —160 cm
1-77-164 102 -292 cm

e Electrostatically powder painted casting
for a durable and long-lasting finish

e Heavy-duty poly-webbing shoulder strap

e Hinges are attached with screws,
not rivets

e |ightweight and durable aluminum hinge,
clamp and shoe casting

= =
4 3253561771637
4 3253561771644

TRIPOD MOUNT ADAPTER WORKS

WITH MAGNA

e Tripod mount adaptor ideal for SP2

e \Works with all torpedo levels

e Accurate bulls eye vial for precise leveling
e 3 adjusting feet to assist with finding level
e Secure clamping mechanism

@
1-77-165 Tripod Mount Adapter

e Locking ring

® 5/8” & 1/4” thread mounting

e Permits SP1X & SP2 pocket laser level
to be fitted to a standard tripod
for improved flexibility and stability

= =
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LASER GRADE ADAPTER

e Fits to a standard tripod to allow the user
to tilt the laser level to the desired angle
for setting grade and diagonal lines (from
0°-90°)

@
1-77-168 Laser grade adapter

e Fine knurled setscrew and protractor plate
e Strong metal construction

= |
6 3253561771682
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TRIPOD VERTICAL APPLICATION
MOUNT & WALLMOUNT

e Height adjustment via fine screw thread
and graduation indicator

e This wall mount may be used with rotating

lasers, including RL100/250/350
e May be screwed to wall surface for ease
of use

@
1-77-172 RL100/200/300/250/350

© 5/8” thread fitting - fitted with channel
mount & lock

e |ndustry standard for suspended ceiling
work

= &

6 3253561771729

PROFESSIONAL POLE WITH MAGNETIC

MOUNT

e Can be used with all cross line lasers
e Telescopic for easy transportation

@

1-77-221 Pole 2,8 m with magnetic mount

e Aluminum, both strong and lightweight
e Max length 2,8 m

= &

1 3253561772214
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ADDITIONAL POLE FOR CL90

e Supplied with carry bag and sliding table
with 5/8” thread

e Adjusting spring loaded end section
for fine adjustment

e Strong aluminum construction

@
1-77-172 RL100/200/300/250/350
1-77-184 CL90, RL100, SP5, CL2

e Used as an accessory for the CL-90 kit,
RL-100, SP-5 & CL-2

e 4 section pole with graduations

e Max length 3,25 m

= =
6 3253561771729
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58-MINI TRIPOD FOR CL2 AND SP5

e Folded flat, it can also be used with a 5/8”

standard tripod

e This mini tripod is used with lasers having

a 1/4” camera tripod mount

e Comes complete with magnet
e Used in conjunction with CL2 and SP5

@ = =
1-77-192 SP5, CL2 1 3253561771927
CAMERA TRIPOD

e Compact and stable

e Adjustable height from 44 - 119cm
for convenience

o Tilting plate for wider versatility

e |ntegrated leveling

e Threading 5/8” - 1/4”

e |ightweight, sturdy aluminum tripod with
extendable tripod legs and centre pole

e Fitted with tilting pan head

o Use without pan head for larger lasers
having 5/8” thread

o Use with tilting pan head for lasers having
1/4” thread mount

e Centre pole extends by means of plastic
handle

o Lockable legs

e Strong plastic clips and components

@ = =
1-77-201 - 20 20 3253561772016

WALLMOUNT TARGET SP5

e For use with SP5 (magnetic)

@ =
1-77-207 20 3253561772078
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58-MOUNT MAGNETIC SP5 MOUNT

e All purpose mount as supplied with SP5
e Sliding base allows plumb beam
to be used

@
1-77-191

e Magnetic base and side panel for fitting

to metal

® 5/8” thread for tripod mounting

= &
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LASER DETECTOR DUAL LCD DISPLAY

e Superior Detector, built to withstand e Memory feature preserves last position of
the toughest job site beam if unit is moved outside the plane of light
e Has 7 display channels and 3 levels of audio e 7 display channels
e The display can be viewed either from e Operating range: Up to 610 m
in front or when standing behind the unit e Accuracy: +/- 0.75/1.5/3.00 mm
for convenience e Battery: 1 9V Alkaline ( included )
© Rugged construction, gasket sealed e Battery power: Up to 3 months of normal usage
for longer life e Operating temperature: -6 to +49°C
e May be used with any rotating laser e Operating: for All-weather Exterior
e Built in filtering of bright light & Interior working
& electromagnetic interference o Water & Dust resistant: IPX-4
e Auto shut-off after 6 minutes to preserve (dust & water resistant)
battery life

e 3 Distinct Audial tones (High-Low-On
Grade assist targeting from a distance)

@ = =
1-77-169 RL100/250/350 - 4 3253561771699
1-77-246 RL100/250/350 - 1 3253561772467

Matrix XT DETECTOR

® To be used with CL2 XT o Makes it possible to mark out a visible
e 3 distinct audial tones (high-low-on grade or invisible beam emitted by a laser
assist targeting from a distance)

@ = =
1-77-213 CL2XT - 1 3253561772139

GREEN BEAM DETECTOR

e Detector for use in conjunction with

RL350GRN
6 = o
1-77-239 RL350RGN - 1
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REMOTE CONTROL FOR RL100

e For use with RL100 only

@ = =
1-77-178 RL300 - 1 3253561771781
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GRID TARGET

e Enhances laser beam for better visibilty
e | aser reflecting plate with magnetic base

e |deal for setting suspended ceilings

@ = =
1-77-170 red - 10 3253561771705

RED GLASSES

e Glasses allow the user to see the laser

beam more clearly
e Useful in bright light conditions to see

e Important — these are not to be confused
with laser SAFETY glasses

laser beam
6i) = =
1-77-171 Red glasses for red lasers - 10 3253561771712

RECHARGEABLE 7,2 V BATTERY
e For use with RL250/250 only

@ |
1-77-203 Ni-Cd 1 3253561772030
1-77-107 NiMH 1 3253561771071

www.stanleyworks.com

BATTERY CHARGER 7,2 V
e For use with RL250/350

@ = =
1-77-202 - 1 3253561772023
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