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HOW TO CHOOSE 
SCREWDRIVERALAN’S ADVICE

The first decision is which type of tip 
shape you require - Slotted, Phillips, 
Pozi or Torx?

	 Flared	 Parallel	 Phillips	 Pozidriv	 Torx

Slotted - Ideal 

for traditional cabinet 

making. For quality 

craftsmanship slotted 

screws still look 

the most attractive, 

particularly when the 

slots line up pertectly. 

Slotted screwdrivers 

are made with flared 

tips and parallel tips. For most work select a flared tip 

screwdriver, but you should select a parallel tip that 

is the same width as the screw slot, if you need to 

drive the screw below the surface of the wood without 

damage. Select a tip that matches the width of the screw 

slot, too wide and it will damage the work, too narrow 

and it may damage the screw slot.

Phillips & Pozi - ideal for general joinery and 

construction. Phillips and Pozi are popular in all forms  

of joinery and construction, and are now used universally 

and referred to by their point size, 1,2, 3 or 4 PT.

The geometry of the screw recesses is different so avoid 

‘making do’ with the ‘wrong’ screwdriver. The driving 

faces of the Phillips screw all taper down to the tip, 

whereas with Pozi they are parallel which is designed  

to reduce ‘Cam Out’, the point when the screwdriver lifts 

out of the recess damaging the screw.

Torx - ideal for maintenance and service engineers.

This is the strongest and most wear resistant screw type 

most commonly found in machinery, cars and domestic 

appliances. Torx are available in 6 sizes.

Handle
For maximum performance a 

screwdriver handle should be 

moulded to the bar, with a soft grip 

and a round smooth end cap, which 

offers comfort and improved grip  

to provide greater torque (turning 

power).

Demolition Drivers
Screwdrivers are th emost mis-used tool 

in the toolbox.

They are commonly used to pry, chisel, 

punch and lever. If you intend to do this, 

please use the XL Demolition Driver.

Bar And Tip
Chrome vanadium steel provides  

a strong, corrosion resistant bar.

Sand blasted tips have a fine texture, 

which provides an even more secure 

grip in the slot or recess as the 

harder steel of the tip ‘bites’ 

into the softer screw.
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SCREWDRIVERS
Stanley has always been a pionieer in screwdriver design with innovations such as the fi rst injection moulded handles 
and the fi rst bi-material handles. The range today takes this one stage further giving unbeatable performance and comfort.

FatMax® XL™ DEMOLITION DRIVER

FatMax® XL™ 6 PIECE INSULATED SETS
• Treated tip for ultimate torque 
• Extremely tough Polyamide blade insulation sleeve makes it resistant to impact 

at -25 degrees centigrade and ensures increased abrasion resistance and reduced 
moisture absorption 

• The Ergonomic handle design offers both a large diameter for increased torque and a small 
diameter shaft ensuring high speed fastening/unfastening of machine screws - The soft 
touch grip ensures increased grip and comfort 

• An industrial grade - 1000V a.c. insulation Tested to EN60900:2004 meaningat that this 
screwdriver is suitable for live working use up to 1000V a.c 

• Pinched waist for more detailed work where precision adjustment is key 
• Colour coded ends for easy identifi cation of the “right” screwdriver for each screw type 
• Smooth domed end for fast spinning action – speed and comfort 
• Large diameter handle offers greater torque needed for driving wood screws 
• Anti-slip mix of smooth & textured panels – perfect combination of great grip plus reduces 

fatigue 
• Superior chrome vanadium steel bar allows for huge torque and reduces the chance of tip 

breakage 
• Handle moulded direct to bar, virtually unbreakable bond – highly reliable and providing 

an extra long life
• Parallel 2.5mm x 75mm, 4mm x 100mm, 5.5mm x 125mm. Pozi PZ1 x 80mm, 

PZ2 x 100mm, Voltage Tester
• Slotted 2.5mm x 75mm, 4mm x 100mm, 5.5mm x 125mm. Philips PH1 x 80mm, 

PH2 x 100mm, Voltage Tester

Cold-formed steel 
strike cap withstands 

even the heaviest blows

Bi-material acetate 
and rubber handle 

shatter-resistant

Impact-resistant bar
is specifi cally designed
for striking and prying
Thru-tang bar
transfers strike 
force from cap to tip

Lacquer 
coated bar
resists rust

0-67-546 2 pcs set: fl ared 8 mm + Ph 2 X 6 3253560675462
0-67-551 2 pcs set: fl ared 8 mm + Pz 2 X 6 3253560675516

0-66-326 Parallel + Pozi 6 pcs Set X 6 3253560663261
0-66-309 Slotted + PH 6 pcs Set X 6 3253560663094



168 MECHANIC TOOLS www.stanleyworks.com

SCREWDRIVERS
FatMax® XL™ 4 PIECE POZIDRIV SET
• 4piece Pozidriv Set (PZ0 x 60mm, PZ1 x 80mm, PZ2 x 100mm, PZ3 x 150mm)

FatMax® XL™ 4 PIECE PHILLIPS SET
• 4piece Phillips Set (Philips PH0 x 60mm, PH1 x 80mm, PH2 x 100mm, PH3 x 150mm)

FatMax® XL™ 6 PIECE SLOTTED SET
• 6piece Slotted Set (Parallel 2.5mm x 50mm, 3mm x 75mm, 4mm x 100mm, 

5.5mm x 125mm. Flared 6.5mm x 150mm, 8mm x 175mm)

FatMax® XL™ 6 PIECE TAMPERPROOF 
TORX SET
• 6piece Tamperproof Torx Set (TT10 x 75mm, TT15 x 75mm, TT20 x 100mm, TT25 x 100mm, 

TT30 x 115mm, TT40 x 130mm)

FatMax® XL™ 7 PIECE SET
• 7piece FatMax XL Set: Parallel 3mm x 100mm, 5.5mm x 150mm. Flared 4mm x 100mm, 

6.5mm x 150mm, 8mm x 175mm. Pozi PZ1 x 80mm, PZ2 x 100mm

FatMax® XL™ 9 PIECE SET
• 9piece FatMax XL Set (Parallel 3mm x 75mm, 4mm x 100mm, 5.5mm x 150mm. Flared 

4mm x 100mm, 8mm x 175mm, 6.5mm x 30mm. Pozi PZ0 X 60mm, PZ1 x 80mm, 
PZ2 x 100mm)

FatMax® XL™ 10 PIECE SET
• 10piece FatMax XL Set (Parallel 3mm x 75mm, 5.5mm x 150mm. Flared 4mm x 100mm, 

6.5mm x 150mm, 8mm x 175mm. Philips PH0 x 60mm, PH1 x 80mm, PH2 x 100mm. 
Pozi PZ1 x 80mm, PZ2 x 100mm)

FatMax® XL™ 12 PIECE SET
• Parallel 3mm x 75mm, 3mm x 100mm, 5.5mm x 150mm. Flared 4mm x 100mm, 

6.5mm x 150mm. 8mm x 175mm, 10mm x 200mm. Philips PH0 x 60mm, PH1 x 80mm, 
PH2 x 100mm. Pozi PZ1 x 80mm, PZ2 x 100mm

0-66-301 4 pcs X 4 3253560663018

0-66-298 4 pcs X 4 3253560662981

0-66-297 6 pcs X 6 3253560662974

0-66-299 6 pcs X 6 3253560662998

0-66-282 7 pcs X 7 3253560662820

0-66-285 9 pcs X 9 3253560662851

0-66-296 10 pcs X 10 3253560662967

0-66-281 12 pcs X 12 3253560662813
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SCREWDRIVERS
FatMax® FLARED

FatMax® PARALLEL

FatMax® PARALLEL STUBBY

Soft grip handle 
– perfect combination 

of great grip plus 
reduces fatigue

Smooth domed end 
for fast spinning action 

– speed and comfort

Handle moulded direct to bar 
virtually unbreakable bond. 

Highly reliable and providing 
an extra long life

Colour coded ends 
for easy identifi cation 

of the “right” screwdriver 
for each screw type

Chrome vanadium 
steel bar allows 

for high torque and reduces 
the chance of tip breakage

Large diameter handle 
offers great torque needed 

for driving wood screws 

1-65-477 fl ared 2,5 x 50 mm - 6 3253561654770
1-65-478 fl ared 2,5 x 75 mm - 6 3253561654787
1-65-479 fl ared 3 x 75 mm - 6 3253561654794
1-65-480 fl ared 3 x 100 mm - 6 3253561654800
1-65-016 fl ared 4 x 100 mm - 6 3253561650161
1-65-481 fl ared 4 x 125 mm - 6 3253561654817
1-65-098 fl ared 5,5 x 100 mm - 6 3253561650987
1-65-482 fl ared 5,5 x 125 mm - 6 3253561654824
1-65-483 fl ared 5,5 x 150 mm - 6 3253561654831
1-65-141 fl ared 6,5 x 150 mm - 6 3253561651410
1-65-137 fl ared 8 x 150 mm - 6 3253561651373
1-65-138 fl ared 8 x 175 mm - 6 3253561651380
1-65-139 fl ared 10 x 200 mm - 6 3253561651397
1-65-143 fl ared 12 x 250 mm - 6 3253561651434

0-65-477 fl ared 2,5 x 50 mm X 6 3253560654771
0-65-478 fl ared 2,5 x 75 mm X 6 3253560654788
0-65-479 fl ared 3 x 75 mm X 6 3253560654795
0-65-480 fl ared 3 x 100 mm X 6 3253560654801
0-65-016 fl ared 4 x 100 mm X 6 3253560650162
0-65-481 fl ared 4 x 125 mm X 6 3253560654818
0-65-098 fl ared 5,5 x 100 mm X 6 3253560650988
0-65-482 fl ared 5,5 x 125 mm X 6 3253560654825
0-65-483 fl ared 5,5 x 150 mm X 6 3253560654832
0-65-141 fl ared 6,5 x 150 mm X 6 3253560651411
0-65-137 fl ared 8 x 150 mm X 6 3253560651374
0-65-138 fl ared 8 x 175 mm X 6 3253560651381
0-65-139 fl ared 10 x 200 mm X 6 3253560651398
0-65-143 fl ared 12 x 250 mm X 6 3253560651435

1-65-006 parallel 2,5 x 50 mm - 6 3253561650062
1-64-978 parallel 3 x 50 mm - 6 3253561649783
1-65-008 parallel 3 x 100 mm - 6 3253561650086
1-64-979 parallel 3 x 150 mm - 6 3253561649790
1-64-983 parallel 3,5 x 75 mm - 6 3253561649837
1-64-984 parallel 3,5 x 100 mm - 6 3253561649844
1-65-017 parallel 4 x 100 mm - 6 3253561650178
1-65-093 parallel 4 x 150 mm - 6 3253561650932
1-65-476 parallel 5,5 x 125 mm - 6 3253561654763
1-65-094 parallel 5,5 x 150 mm - 6 3253561650949
1-65-096 parallel 6,5 x 150 mm - 6 3253561650963
1-65-097 parallel 6,5 x 200 mm - 6 3253561650970

0-65-006 parallel 2,5 x 50 mm X 6 3253560650063
0-64-978 parallel 3 x 50 mm X 6 3253560649784
0-65-008 parallel 3 x 100 mm X 6 3253560650087
0-64-979 parallel 3 x 150 mm X 6 3253560649791
0-64-983 parallel 3,5 x 75 mm X 6 3253560649838
0-64-984 parallel 3,5 x 100 mm X 6 3253560649845
0-65-017 parallel 4 x 100 mm X 6 3253560650179
0-65-093 parallel 4 x 150 mm X 6 3253560650933
0-65-476 parallel 5,5 x 125 mm X 6 3253560654764
0-65-094 parallel 5,5 x 150 mm X 6 3253560650940
0-65-096 parallel 6,5 x 150 mm X 6 3253560650964
0-65-097 parallel 6,5 x 200 mm X 6 3253560650971

0-65-484 parallel 4 x 30 mm X 6 3253560654849
0-65-400 parallel  5,5 x 30 mm X 6 3253560654009
0-65-404 parallel 6,5 x 30 mm X 6 3253560654047
1-65-484 parallel 4 x 30 mm - 6 3253561654848
1-65-400 parallel 5,5 x 30 mm - 6 3253561654008
1-65-404 parallel 6,5 x 30 mm - 6 3253561654046
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SCREWDRIVERS
FatMax® POZI

FatMax® POZIDRIV STUBBY

FatMax® PHILLIPS

FatMax® PHILLIPS STUBBY

FatMax® BALL HEX

0-65-319 Pz 0 x 75 mm X 6 3253560653194
0-65-335 Pz 1 x 100 mm X 6 3253560653354
0-65-336 Pz 1 x 250 mm X 6 3253560653361
0-65-337 Pz 2 x 125 mm X 6 3253560653378
0-62-571 Pz 2 x 250 mm X 6 3253560625719
0-65-338 Pz 3 x 150 mm X 6 3253560653385
0-65-339 Pz 4 x 200 mm X 6 3253560653392
1-65-319 Pz 0 x 75 mm - 6 3253561653193
1-65-335 Pz 1 x 100 mm - 6 3253561653353
1-65-336 Pz 1 x 250 mm - 6 3253561653360
1-65-337 Pz 2 x 125 mm - 6 3253561653377
1-62-571 Pz 2 x 250 mm - 6 3253561625718
1-65-338 Pz 3 x 150 mm - 6 3253561653384
1-65-339 Pz 4 x 200 mm - 6 3253561653391

0-65-408 Pz 1 x 30 mm X 6 3253560654085
0-65-409 Pz 2 x 30 mm X 6 3253560654092
1-65-408 Pz 1 x 30 mm - 6 3253561654084
1-65-409 Pz 2 x 30 mm - 6 3253561654091

0-65-204 Ph 00 x 50 mm X 6 3253560652043
0-65-206 Ph 0 x 75 mm X 6 3253560652067
0-65-207 Ph 1 x 100 mm X 6 3253560652074
0-65-208 Ph 1 x 250 mm X 6 3253560652081
0-65-209 Ph 2 x 125 mm X 6 3253560652098
0-65-224 Ph 2 x 250 mm X 6 3253560652241
0-65-316 Ph 3 x 150 mm X 6 3253560653163
0-65-317 Ph 4 x 200 mm X 6 3253560653170
1-65-204 Ph 00 x 50 mm - 6 3253561652042
1-65-206 Ph 0 x 75 mm - 6 3253561652066
1-65-207 Ph 1 x 100 mm - 6 3253561652073
1-65-208 Ph 1 x 250 mm - 6 3253561652080
1-65-209 Ph 2 x 125 mm - 6 3253561652097
1-65-224 Ph 2 x 250 mm - 6 3253561652240
1-65-316 Ph 3 x 150 mm - 6 3253561653162
1-65-317 Ph 4 x 200 mm - 6 3253561653179

0-65-406 Ph 1 x 30 mm X 6 3253560654061
0-65-407 Ph 2 x 30 mm X 6 3253560654078
1-65-406 Ph 1 x 30 mm - 6 3253561654060
1-65-407 Ph 2 x 30 mm - 6 3253561654077

0-65-485 2,5 x 100 mm X 6 3253560654856
0-65-486 3 x 100 mm X 6 3253560654863
0-65-487 4 x 150 mm X 6 3253560654870
0-65-488 5 x 150 mm X 6 3253560654887
0-65-489 6 x 150 mm X 6 3253560654894
1-65-485 2,5 x 100 mm - 6 3253561654855
1-65-486 3 x 100 mm - 6 3253561654862
1-65-487 4 x 150 mm - 6 3253561654879
1-65-488 5 x 150 mm - 6 3253561654886
1-65-489 6 x 150 mm - 6 3253561654893
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SCREWDRIVERS
FatMax® TAMPERPROOF TORX

FatMax® BIT ADAPTOR

FatMax® PARALLEL FLARED POZI SET
•  0-65-425 Parallel 3mm x 100mm, 3.5mm x 75mm, Flared 8mm x 150mm, 

5.5mm x 100mm, Pozi PZ0 x 75mm, PZ1 x 100mm, PZ2 x 125mm
•  0-65-438 Parallel 3.5mm x 75mm, 5.5mm x 125mm, Flared 6.5mm x 150mm, Philips 

PH1 x 100mm, PH2 x 125mm, Pozi PZ1 x 100mm, PZ2 x 125mm
FatMax® PARALLEL FLARED POZI SET
•  0-65-436 Parallel 3.5mm x 75mm, 5.5mm x 150mm. Flared 8mm x 150mm. 

Philips PH1 x 100mm, PH2 x 125mm
•  0-65-440 Parallel 3.5mm x 75mm, 4mm x 100mm, 5.5mm x 125mm. Philips 

PH1 x 100mm, PH2 x 125mm

FatMax® 8 PIECE SET
•  FatMax® 8piece Set: Parallel 3.5mm x 75mm, 5.5mm x 125mm, Flared 4mm x 100mm, 

6.5mm x 150mm, 8mm x 150mm, Philips PH0 x 75mm, PH1 x 100mm, PH2 x 125mm
FatMax® PARALLEL FLARED POZI SET
•  0-65-420 Parallel 3.5mm x 75mm, 5.5mm x 150mm. Flared 5.5mm x 100mm, 

8mm x 150mm, Pozi PZ1 x 100mm, PZ2 x 125mm
•  0-65-099 TT10 x 75mm, TT15 x 75mm, TT20 x 100mm, TT25 x 100mm, 

TT30 x 125mm, TT40 x 125mm
FatMax® 9 PIECE SET
•  FatMax® 9piece Set: Flared 3mm x 50mm, 5.5mm x 100mm, 6.5mm x 150mm, Parallel 

4mm x 100mm, 6.5 x 30mm, 8mm x 150mm, Pozi PZ0 x 75mm, PZ1 x 100mm, 
PZ2 x 125mm

FatMax® PARALLEL FLARED POZI SET
•  0-65-427 10 piece FatMax® Parallel Flared/Pozi Set: Parallel 3mm x 100mm, 4mm 

x 100mm, 5.5mm x 150mm, Flared 4mm x 100mm, 6.5mm x 30mm, 8mm x 150mm, 
Pozi PZ0 x 75mm, PZ1 x 30mm, PZ1 x 100mm, PZ2 x 125mm

•  0-65-439 FatMax® 10piece Parallel Flared Phillips Set: Parallel 3mm x 50mm, 4mm 
x 100mm, Flared 5.5mm x 100mm, 6.5mm x 150mm, 8mm x 150mm, Philips PH00 
x 50mm, PH0 x 75mm, PH1 x 100mm, PH2 x 125mm, Voltage Tester

FatMax® 12 PIECE SET
•  FatMax® 12piece Set: Parallel 2.5mm x 50mm, 4mm x 100mm, 5.5mm x 150mm, Flared 

5.5mm x 100mm, 6.5mm x 30mm, 8mm x 150mm, Philips PH0 x 75mm, 
PH1 x 100mm, PH2 x 125mm, Pozi PZ0 x 75mm, PZ1 x 100mm, PZ2 x 125mm

 0-65-340  TT 10 x 75 mm X 6  3253560653408
 1-65-340  TT 10 x 75 mm - 6  3253561653407
 0-65-395  TT 15 x 75 mm X 6 3253560653958
 1-65-395  TT 15 x 75 mm - 6  3253561653957
 0-65-396  TT 20 x 75 mm X 6  3253560653965
 1-65-396  TT 20 x 75 mm - 6  3253561653964

0-65-397 TT 25 x 100 mm X 6  3253560653972
1-65-397  TT 25 x 100 mm - 6  3253561653971
0-65-398 TT 30 x 125 mm X 6  3253560653989
1-65-398 TT 30 x 125 mm - 6  3253561653988
0-65-399 TT 40 x 125 mm X 6  3253560653996
1-65-399 TT 40 x 125 mm - 6  3253560653995

0-65-490 for bits 1/4” 125 mm X 6 3253560654900
1-65-490 for bits 1/4” 125 mm - 6 3253561654909

0-65-425 7 pcs X 7 3253560654252
0-65-438 7 pcs X 7 3253560654382

0-65-436 5 pcs X 5 3253560654368
0-65-440 5 pcs X 5 3253560654405

0-65-437 8 pcs X 8 3253560654375

0-65-428 6 pcs X 6 3253560654283
0-65-099 6 pcs X 6 3253560650995

0-65-424 9 pcs X 9 3253560654245

0-65-427 10 pcs X 10 3253560654276
0-65-439 10 pcs X 10 3253560654399

0-65-426 12 pcs X 12 3253560654269
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FatMax® FLARED INSULATED
• Individually tested to 10,000 volts 
• Large diameter handle offers great torque 

needed for driving wood screws 
• Extremely tough Polyamide blade 

insulation sleeve makes it resistant 
to impact at -25 degrees centigrade and 
ensures increased abrasion resistance 
and reduced moisture absorption 

• The Ergonomic handle design offers both 
a large diameter for increased torque 
and a small diameter shaft ensuring high 
speed fastening/unfastening of machine 
screws - The soft touch grip ensures 
increased grip and comfort

• Tested to EN60900:2004 meaning that 
that this screwdriver is suitable for live

 working use up to 1000V a.c 
• Colour coded ends make it easy to identify 

the correct screwdriver for each screw type 
• Smooth domed end for fast spinning 

action – speed and comfort 
• Shot blasted tips ensure improved torque 

and corrosion protection 
• Soft grip handle – perfect combination 

of great grip plus reduces fatigue 
• Chrome vanadium steel bar allows 

for high torque and reduces the chance 
of tip breakage 

• Handle moulded direct to bar virtually 
unbreakable bond. Highly reliable 
and providing an extra long life

FatMax® PHILLIPS INSULATED

FatMax® POZI INSULATED

FatMax® 6 PIECE INSULATED SLOTTED 
PHILLIPS SET
• 0- 65-441FatMax® 6piece Insulated Slotted Phillips Set: Slotted 2.5mm x 50mm, 3.5mm 

x 75mm, 5.5mm x 150mm, Philips PH1 x 100mm, PH2 x 125mm, Voltage Tester
• 0-65-443 FatMax® 6piece Insulated Screwdriver Set Slotted / Pozi: Slotted 

2.5mm x 50mm, 3.5mm x 75mm, 5.5mm x 150mm, Pozi PZ1 x 100mm, PZ2 x 125mm, 
Voltage Tester

FatMax® 10 PIECE INSULATED SET
• Slotted 2.5mm x 50mm, 3.5mm x 75mm, 5.5mm x 150mm, Philips PH0 x 75mm, 

PH1 x 100mm, PH2 x 125mm, Pozi PZ0 x 75mm, PZ1 x 100mm, PZ2 x 125, Voltage 
Tester

0-65-410 fl ared 2,5 x 50 mm X 6 3253560654108
0-65-411 fl ared 3,5 x 75 mm X 6 3253560654115
0-65-412 fl ared 4 x 100 mm X 6 3253560654122
0-65-413 fl ared 5,5 x 150 mm X 6 3253560654139
1-65-410 fl ared 2,5 x 50 mm - 6 3253561654107
1-65-411 fl ared 3,5 x 75 mm - 6 3253561654114
1-65-412 fl ared 4 x 100 mm - 6 3253561654121
1-65-413 fl ared 5,5 x 150 mm - 6 3253561654138

0-65-414 Ph 0 x 75 mm X 6 3253560654146
0-65-415 Ph 1 x 100 mm X 6 3253560654153
0-65-416 Ph 2 x 125 mm X 6 3253560654160
1-65-414 Ph 0 x 75 mm - 6 3253561654145
1-65-415 Ph 1 x 100 mm - 6 3253561654152
1-65-416 Ph 2 x 125 mm - 6 3253561654169

0-65-417 Pz 0 x 75 mm X 6 3253560654177
0-65-418 Pz 1 x 100 mm X 6 3253560654184
0-65-419 Pz 2 x 125 mm X 6 3253560654191
1-65-417 Pz 0 x 75 mm - 6 3253561654176
1-65-418 Pz 1 x 100 mm - 6 3253561654183
1-65-419 Pz 2 x 125 mm - 6 3253561654190

0-65-441 6 pcs X 6 3253560654412
0-65-443 6 pcs X 6 3253560654436

0-62-573 10 pcs X 10 3253560625733
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CushionGrip FLARED

CushionGrip PARALLEL

CushionGrip PHILLIPS

CushionGrip POZIDRIV

Soft grip handle 
for excellent comfort 

and control

Large diameter 
handle which offers 
great torque needed 
for driving wood crews

High grade steel bar 
reducing the risk of tip breakage

Tip identifi cation 
for easy choice of the 

correct screwdriver 
for each screw type

Magnetic tips 
– easy pick up and screw locator 

0-64-919 fl ared 6,5 x 150 mm X 6 3253560649197
1-64-919 fl ared 6,5 x 150 mm - 6 3253561649196
0-64-921 fl ared 8 x 150 mm X 6 3253560649210
1-64-921 fl ared 8 x 150 mm - 6 3253561649219
0-64-922 fl ared 10 x 200 mm X 6 3253560649227
1-64-922 fl ared 10 x 200 mm - 6 3253561649226

0-64-915 3 x 75 mm (precise) X 6 3253560649159
1-64-915 3 x 75 mm (precise) - 6 3253561649158
0-64-916 5 x 100 mm X 6 3253560649166
1-64-916 5 x 100 mm - 6 3253561649165
0-64-917 6,5 x 45 mm X 6 3253560649173
1-64-917 6,5 x 45 mm - 6 3253561649172

0-64-928 fl ared 5 x 75 mm X 6 3253560649289
1-64-928 fl ared 5 x 75 mm - 6 3253561649288
0-64-929 fl ared 6,5 x 200m X 6 3253560649296
1-64-929 fl ared 6,5 x 200m - 6 3253561649295
0-64-925 fl ared 3 x 100 mm (precise) X 6 3253560649258
1-64-925 fl ared 3 x 100 mm (precise) - 6 3253561649257
0-64-926 fl ared 3 x 150 mm (precise) X 6 3253560649265
1-64-926 fl ared 3 x 150 mm (precise) - 6 3253561649264

0-64-923 fl ared 2,5x75 mm (precise) X 6 3253560649234
1-64-923 fl ared 2,5x75 mm (precise) - 6 3253561649233
0-64-924 fl ared 3x75 mm (precise) X 6 3253560649241
1-64-924 fl ared 3x75 mm (precise) - 6 3253561649240

1-64-932 Ph 1 x 75 mm - 6 3253561649325
0-64-933 Ph 1 x 150 mm X 6 3253560649333
1-64-933 Ph 1 x 150 mm - 6 3253561649332
0-64-934 Ph 2 x 45 mm X 6 3253560649340
1-64-934 Ph 2 x 45 mm - 6 3253561649349
0-64-940 Ph 2 x 100 mm X 6 3253560649401
1-64-940 Ph 2 x 100 mm - 6 3253561649400
0-64-941 Ph 2 x 150 mm X 6 3253560649418
1-64-941 Ph 2 x 150 mm - 6 3253561649417
0-64-949 Ph 3 x 150 mm X 6 3253560649494
1-64-949 Ph 3 x 150 mm - 6 3253561649493

0-64-930 Ph 0 x 60 mm (precise) X 6 3253560649302
1-64-930 Ph 0 x 60 mm (precise) - 6 3253561649301
0-64-989 Ph 0 x 100 mm (precise) X 6 3253560649890
1-64-989 Ph 0 x 100 mm (precise) - 6 3253561649899
0-64-931 Ph 1 x 45 mm X 6 3253560649319
1-64-931 Ph 1 x 45 mm - 6 3253561649318
0-64-932 Ph 1 x 75 mm X 6 3253560649326

0-64-953 Pz 1 x 45 mm X 6 3253560649531
1-64-953 Pz 1 x 45 mm - 6 3253561649530
0-64-955 Pz 1 x 75 mm X 6 3253560649555
1-64-955 Pz 1 x 75 mm - 6 3253561649554
0-64-956 Pz 2 x 45 mm X 6 3253560649562
1-64-956 Pz 2 x 45 mm - 6 3253561649561
0-64-976 Pz 3 x 150 mm X 6 3253560649760
1-64-976 Pz 3 x 150 mm - 6 3253561649769
0-64-974 Pz 2 x 100 mm X 6 3253560649746
1-64-974 Pz 2x100 mm - 6 3253561649745

0-64-952 Pz 0 x 60 mm (precise) X 6 3253560649524
1-64-952 Pz 0 x 60 mm (precise) - 6 3253561649523
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CushionGrip TORX

CushionGrip FLARED & PHILLIPS SET
•  3piece CushionGrip Screwdriver Set: Flared / Phillips Parallel 3mm x 65mm, 

Flared 5 x 100mm, Phillips PH2 x 100mm

CushionGrip FLARED & PHILLIPS SET
•  4piece CushionGrip Screwdriver Set (Philips): Parallel 6.5mm x 200mm, 

Flared 5mm x 100mm, Phillips PH1 x 75mm, PH2 x 150mm

CushionGrip FLARED & PHILLIPS SETS
•  0-65-007 6piece CushionGrip Screwdriver Set (Slotted / Phillips): Parallel 5mm x 100mm. 

Flared Instrument 3mm x 75mm, 5mm x 100mm, 6.5 x 150mm, Phillips PH1 x 100mm, 
PH2 x 150mm

•  0-65-009 6piece CushionGrip Screwdriver Set (Philips): Flared Instrument 5mm x 100mm, 
6.5 x 45mm, 6.5 x 150mm, Phillips PH1 x 75mm, PH2 x 45mm, PH2 x 150mm, Voltage 
Tester

CushionGrip FLARED & PHILLIPS SET
•   8piece CushionGrip Screwdriver Set (Philips) (Flared Instrument 3mm x 75mm, 

5mm x 100mm, 6.5mm x 45mm, 6.5mm x 150mm. Phillips Instrument PH0 x 60mm, 
PH1 x 75mm, PH2 x 45mm, PH2 x 150mm)

CushionGrip FLARED & PHILLIPS SET
•  2-65-005 10piece Cushion Grip Blister set: Flared Instrument 3mm x 75mm, 5 mm x 100mm, 

6.5mm x 45mm, 6.5mm x 150mm, 8mm x 150mm, Phillips Instrument PH0 x 60mm, 
PH1 x 75mm, PH2 x 45mm, PH2 x 100mm, PH3 x 150mm

•  2-65-014 10piece Cushion Grip Pozi/Parallel Screwdriver Set: Flared Instrument 3mm x 75 mm, 
5mm x 100mm, 6.5mm x 45mm, 6.5mm x 150mm, 8mm x 150mm, Pozi Instrument 
PZ0 x 60mm, PZ1 x 75m, PZ2 x 45mm, PZ2 x 100mm, PZ3 x 150mm

0-65-619 TT 5 x 80 mm (precise) X 6 3253560656195
1-65-619 TT 5 x 80 mm (precise) - 6 3253561656194
0-65-620 TT 6 x 80 mm (precise) X 6 3253560656201
1-65-620 TT 6 x 80 mm (precise) - 6 3253561656200
0-65-621 TT 7 x 80 mm (precise) X 6 3253560656218
1-65-621 TT 7 x 80 mm (precise) - 6 3253561656217
0-65-622 TT 8 x 80 mm (precise) X 6 3253560656225
1-65-622 TT 8 x 80 mm (precise) - 6 3253561656224
0-65-623 TT 10 x 80 mm (precise) X 6 3253560656232
1-65-623 TT 10 x 80 mm (precise) - 6 3253561656231

0-65-624 TT 15 x 80 mm X 6 3253560656249
1-65-624 TT 15 x 80 mm - 6 3253561656248
0-65-625 TT 20 x 120 mm X 6 3253560656256
1-65-625 TT 20 x 120 mm - 6 3253561656255
0-65-626 TT 25 x 120 mm X 6 3253560656263
1-65-626 TT 25 x 120 mm - 6 3253561656262
0-65-627 TT 30 x 120 mm X 6 3253560656270
1-65-627 TT 30 x 120 mm - 6 3253561656279
0-65-628 TT 40 x 120 mm X 6 3253560656287
1-65-628 TT 40 x 120 mm - 6 3253561656286

0-65-012 3 pcs X 1 3253560650124

0-65-013 4 pcs X 1 3253560650131

0-65-007 6 pcs X 1 3253560650070
0-65-009 6 pcs X 1 3253560650094

0-65-011 8 pcs X 1 3253560650117

2-65-005 10 pcs X 10 3253562650054
2-65-014 10 pcs X 1 3253562650146
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6 PIECE CushionGrip HANDY 
COMPUTER TOOL SET
•  4piece Cushion Grip Handy Computer Tool Set: Flared Instrument 3mm x 125mm, 

3mm x 150mm, Phillips Instrument PH1 x 125mm, PH2 x 150mm, Pliers Slim Diagonal 
Cutting, Slim Long Nose Pliers

STANLEY BASIC SCREWDRIVER
• Heat treated tip 
• Nickel plated boron steel bar 
• Bar fi xed to handle using 112 kg force 

• Polypropylene handle for strength 
and durability 

• Improved tri-lobular handle design 
for high torque

STANLEY BASIC SCREWDRIVER SETS
• Heat treated tip 
• Nickel plated boron steel bar 
• Bar fi xed to handle using 112 kg force 

• Polypropylene handle for strength 
and durability 

• Improved tri-lobular handle design 
for high torque

1-65-010 6 pcs X 1 3253561650109

0-60-003 parallel 5 x 75 mm X 6 3253560600037
0-60-005 parallel 5 x 75 mm X 6 3253560600051
0-60-004 fl ared 6,5 x 100 mm X 6 3253560600044
0-60-006 fl ared 6,5 x 150 mm X 6 3253560600068
0-60-001 Ph 1 x 75 mm X 6 3253560600013
0-60-002 Ph 2 x 100 mm X 6 3253560600020
0-60-007 Pz 1 x 75 mm X 6 3253560600075
0-60-008 Pz 1 x 100 mm X 6 3253560600082

0-64-391 4 pcs: fl ared: 5 x 75; 6,5 x 150 mm; 
Ph: 1, 2

X 6 3253560643911

0-64-388 4 pcs: fl ared: 5 x 75; 6,5 x 150 mm; 
Pz: 1, 2

X 6 3253560643881

0-64-458 6 pcs: fl ared: 5 x 75; 5 x 150; 
6,5 x 100; 6,5 x 150 mm, Ph: 1, 2

X 6 3253560644581

0-64-459 6 pcs: fl ared: 5 x 75; 6,5 x 150 mm, 
Pz: 1, 2

X 6 3253560644598

0-60-100 10 pcs: fl ared: 5 x 75, 5 x 150; 
6,5 x 100; 6,5 x 150 mm, Pz: 1, 2

X 6 3253560601003

0-60-220

20 pcs: fl ared: 6.5 x 40 (2 pcs);
5 x 75 mm (2 pcs); 6,5 x 100; 5 x 150; 
6,5 x 150 mm; Ph: 2 x 40 mm, 1 x 100 
(2 pcs); 2 x 100 mm (2 pcs), 0-66-052 

set; „Z” fl ared 6 mm; „Z” Ph 2

X 4 3253560602208
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FatMax® RATCHETING MULTIBIT
• 3 Position Ratchet enables clockwise, 

counterclockwise and locked ratcheting 
positions 

• Includes (6) Chrome Vanadium (CrV) bits 
with internal bit storage for easy access 
to bits 

• Quick Release Magnetic Bit Holder 
for fast and secure bit change capability 

• Maximum Torque achieved from 
ergonomic, textured handle 

• Chrome plated bar for corrosion resistance 

FatMax® CLIP-N-GRIP™ MULTI-BIT 
SCREWDRIVER
• Integral Clip-N-Grip™ screw holding 

system 
• Internal bit storage with end cap that 

carries 6 bits 
• Bi-material handle provides increased 

comfort 

• Hardened and tempered bar ensures 
long-life 

• Features 6 precision machined bits 
manufactured from chrome vanadium 
steel 

• Can be used with almost any type 
of screw - aluminium, brass, plastic etc

MULTIBIT RATCHET SCREWDRIVER 
+ 10 BITS
• Multibit Ratchet Screwdriver x 10 Bits 

(Parallel 6,5 & 5 mm. Phillips n°1, 2. 
Pozidriv n° 1, 2, Torx T10, T15, 
Robertson n° 1, 2)

• 3-position ratchet mechanism 

• Tri-lobe bimaterial handle for maximum 
torsion couple and signifi cant user comfort 

• Magnetic head for effi cient holding 
and rapid changing of the tip 

• Bit storage cartridge for easy Access

MULTIBIT SCREWDRIVER + 10 BITS
• Delivered with 10 1/4 hex tips 
• Trefoil Tri lobular handle, bimaterial handle 

for torque and easy grip 
• Rust-proof chrome blade 

• Patented bit storage for ease of visibility, 
access and security 

• Pawl mechanism with three positions 
• Bearing ball system with spring 

mechanism to facilitate access to the tips

0-69-189 230 mm X 4 3253560691899

0-69-188 - x 24 3253560691882
9-69-188 - display 1 3253569691883

0-68-010 multibit ratchet + 10 bits X 6 3253560680107

0-68-011 without ratchet + 10 bits X 6 3253560680114

SCREWDRIVERS
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PISTOL GRIP SCREWDRIVER 22 SET
• Pistol Grip Screwdriver Set (Slot. 6mm; 

Ph 2 pt.; Slot. 5, 6, 7mm; Ph 1, 2, 3 pt.; 
Torx: T10, T15, T20; Hex tips: 3, 4, 5mm; 
extention 6 pcs. Sockets: 5, 6, 8, 9, 10, 
11mm)

• Ratchet screwdriver with rotation control 
switch 

• In practical plastic case

PISTOL GRIP SCREWDRIVER 38 SET
• Pistol Grip Screwdriver Set (9Slot. 5.6, 

7mm; Ph 1, 2, 3; Slot. 5, 6, 7; Ph. 0, 
1, 2, 3 i 3 pt.; Torx T10, T15, T20, T25, 
T27, T30; Hex tips: 2, 3, 4, 5, 5.5, 6mm; 
Square tips: S1, S2, S3; extention; 6 pcs. 
Sockets: 6, 7, 8, 9, 10, 11mm)

• In practical plastic case 
• Ratchet screwdriver with rotation control 

switch 

0-63-022 22 pcs X 2 3253560630225

0-63-038 38 pcs X 2 3253560630386

FatMax® XL/Xtreme™ Multi-Bit
• Handle over-moulded with ‘soft touch’ 

TPE, textured panels for extra power 
generation and comfort

• Removable bar with hex interface allowing 
use of bar in power tools and hex drivers. 

• Quick release Auto-Slim magnetic bit 
holder. 

• Selection of 15 Chrome Vanadium (CrV) 
commonly used hexagon bits 

• Knurled blade, ideal for fast approaches 
(only 69-191)

• Internal Bit Storage (6) for easy access 
to Bits without being separated from 
the handle which will avoid loss

• 69-191: long removable bar + 1 small 
removable bar + 15 bits including; Slotted 
bit 3mm, 4.5mm, 6mm, PH1, PH2 x2, 
PH3, PZ1, PZ2 x2, PZ3, T10, T15, T20, T25

• 69-192: small removable bar + 15 bits, 
including; slotted bit: 3mm, 4.5mm, 6mm, 
PH1, PH2 x2, PH3, PZ1, PZ2, x2, PZ3, 
T10, T15, T20, T25

0-69-191 15 pcs x 4 3253560691912
0-69-192 15 pcs x 4 3253560691929

STANLEY MULTIBIT SCREWDRIVER
• Magnetic tip 
• Twisty off cap 
• Durable ABS plastic 
• Internal bit storage

• 66-357 multibit screwdriver + Phillips 1pt 
and 2pt, Pozidrive 1pt and 2pt and slotted 
4.5mm and 6mm

• 66- 358 ratcheting mechanism- Right, left 
and stop + Phillips 1pt and 2pt, Pozidrive 
1pt and 2pt, and slotted 4.5mm and 6mm

0-66-357 7 pcs. X 3 3253560663575
0-66-358 7 pcs. X 3 3253560663582
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6-WAY SCREWDRIVER
• Supplied with Phillps 1 and 2, 2 x slotted, 

and 2 nut drivers (1/4 in and 5/16 in) 
• Ergonomically designed bi-material handle 

for superb comfort 

• Hex drive 6mm & 8 mm. Slotted 4.5mm 
& 6 mm. PH 1 & 2

6-WAY RATCHET SCREWDRIVER
• 6 Replaceable 25 mm 1/4” bits: Parallel: 

5 – 6,5 mm / PH1 & PH2 / Torx 15 
& Torx 20Bit stored in the handle for 
conveniences 

• 3 Position ratchet screwdriver with 
rotation control switch 

• Comfortable bi-material handle

10-WAY FLEXI SCREWDRIVER SET
• 10 Replaceable 1/4” bits and adapter, Ph: 

1, 2, 3; Torx: T15, T20; Square: 1, 2; Slot.: 
4.5, 6 7Bit magazine with belt clip 

• Comfortable bi-material handle

MULTIFUNCTIONAL SCREWDRIVER SET
• 9 pcs.: Ph: 0, 1, 2; Slot.: 3, 4.5, 6; 1 x awl; 

1 x tack puller; 1 x hook driver Bar 
is chrome plated for rust resistance 

• Ergonomically designed bi-material handle 
• Convenient & space saving

0-68-012 6-way screwdriver X 12 3253560680121

0-62-509 6-way ratchet screwdriver X 4 3253560625092

0-62-508 10-way fl exi screwdriver set X 4 3253560625085

0-62-511 9 pcs X 6 3253560625115
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FatMax® 6PC INSTRUMENT SET
• Large diameter handle offers great torque 

needed for driving wood screws 
• Colour coded ends make it easy to identify 

the correct screwdriver for each screw 
type 

• Smooth domed end for fast spinning 
action – speed and comfort 

• Shot blasted tips ensure improved torque 
and corrosion protection 

• Soft grip handle – perfect combination 
of great grip plus reduces fatigue 

• Chrome vanadium steel bar allows 
for high torque and reduces the chance 
of tip breakage 

• Handle moulded direct to bar virtually 
unbreakable bond. Highly reliable 
and providing an extra long life

6 PIECE PRECISION SCREWDRIVER SET
• 6piece Precision Screwdriver Set (Parallel 

1.4, 2.0, 2.4, 3; Phillips Ph0, Ph1)
• Chrome vanadium steel barts in black 

oxide fi nished with hardened tips 
- HRC 53 

• Attractive bi-material handles designed 
for easy and comfortable grip 

• Plastic storage case to easily index 
the products

PRECISION INSTRUMENT 
SCREWDRIVER SET
• Complete set of six screwdrivers with 

hexagonal handle and revolving head
• Phillips 1.4, 2, 2.4, 3 mm. Pozidriv 

n° 0, 1.

• Nickel-plated, fl uted handles for fi nger tip 
control and rust preventions 

0-65-492 6 pcs set x 12 3253560654924

0-66-052 6 pcs X 6 0076174660524

1-66-039 6 pcs X 6 3253561660399



180 MECHANIC TOOLS www.stanleyworks.com

SCREWDRIVERS
FatMax® BRADAWL
• Chrome-plated Sharp pointed tip to punch 

holes in wood before screwing 
• Comfortable and effective, ergonomic 

Bi-material handle

220V-250V CIRCUIT TESTER
• Tester screwdriver 
• Sheathed chrome vanadium steel blade 

for safety and long product life 

• Insulating plastic handle for complete 
safety 

TIPS AND TRICKSALAN’S ADVICE
TIP 3 To avoid the risk of slipping and damaging 
the work surface you Should steady the tip of the 
screwdriver with your fingertips and wear a glove 
for protection if possible.

TIP 4 Use solid brass screws for oak - they offer a better 
quality appearance and unlike steel they do not rust.

TIP 1 For soft timber there is no need for any 
preparation, but for hardwoods and some man made 
panels however, you should prepare the hole first. T
he pilot hole diameter should be the same size 
as the core of the screw thread. The clearance hole 
should be larger than the shank (unthreaded part) 
and the preparation is finished by countersinking 
the hole to accept the head of the screw.

TIP 2 It’s a good idea to wipe the screw with vaseline, 
particularly when working with hardwood; this will 
provide both helpful lubrication and a protective coating.

TOP TIP After preparing the hole use a steel screw 
of the same gauge as the brass screw to cut the 
thread first. Without this preparation the softer brass 
screw could be damaged or even shear off part 
way.

0-65-491 5 X 75 mm x 6 xx

0-66-119 3,5 x 65 mm X 6 3253560661199


